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ABLUFTSTUTZEN VENTI- EXHAUST
EXHAUST AIR CONNECTOR

Anwendung Application

Falls die natirliche Liiftung nach EN 50272 nicht ausreicht, empfehlen wir den Einbau von Abluftstutzen. Diese kénnen in
Deckel, Seitenwand oder Riickwand eingebaut werden. Je nach Einsatz empfehlen wir dann auch die oberen
Liftungsschlitze in Riickwand und Tir zu verschlieBen und den Abluftstutzen am bestehenden Luftsystem anzuschlieBen.
Bei groBen Schranksystemen sollten mehrere Abluftstutzen eingebaut werden.

In case the natural ventilation as per EN 50272 is not sufficient, we recommend the installation of exhaust air connectors.
Those can be installed in the caver, side wall or rear wall. Depending on the use case, we also recommend closing the top
ventilation slots in the rear wall and door and to connect the exhaust air connector to the existing ventilation system. In large
cabinet systems, several exhaust air connectors should be installed.

Technische Daten Technical Properties

Best.-Nr. Item no. 29990700
Material Material PE-HD

Farbe Colour Schwarz black
AuBendurchmesser Outside diameter 110 mm
Innendurchmesser Inside diameter 94 mm

Héhe Height 106 mm
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